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SPECIFICATION SHEET INTERIOR CEILING / WALL SURFACE

HIGH PROFILE
Collaboration with MVRDV, the High Profile series is a range of luminaries inspired by leftover 
aluminum profiles. The design takes a critical look at the manufacturing process, finding both 
opportunity and beauty in residual elements that would normally be cast aside.

The industrial look is softened by giving the profiles a colour dip; the series comes in pink, white, 
turquoise and random, adding MVRDV’s well-known use of expressive colours to Delta Light’s 
typical colour range.

Ordering
ALL BOXES MUST BE FILLED IN TO CORRECTLY ORDER Example: HPPC-E-PRWINC-T

Listing 
ETL certified to US and Canadian safety standards. 

Warranty 
5-year limited warranty.

Luminaire Size Power* Installation Application Finish

HP
High Profile

PC
Pendant, 
5' cable,
5 suspension points

E
E26

PRW
Round white coverplate for 4” 
junction box

PSW
Square white cover plate for 4” 
junction box 

INC 120V
Line voltage 120V 
Lamp not included

T
Turquoise

P
Pink

W
Raw White

R
RandomW

Wall Mounted
E
E26

NA
No optional accessory; utlizing 
1/2” EMT install

SOIREE

Related Products

Specification PC W
Installation Method: 4” J-Box
Adjustability: Fixed

Rating: IP20

Weight 35.5 lbs 5.5 lbs

Power
High Profile PC 8 x T45 - E26 Medium base Led filament lamp, max8W
High Profile W 2 x T45 - E26 Medium base Led filament lamp, max8W
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SPECIFICATION SHEET INTERIOR CEILING SURFACE

Finish Options

HIGH PROFILE PC E26

HIGH PROFILE W E26

PR - COVERPLATE R 104 PS - COVERPLATE S 103

Ø108mm
Ø4” 1/4

108mm
4” 1/4

108mm
4” 1/4

400mm
15”-3/4

400mm
15”-3/4

400mm
15”-3/4

PINK

PINK

WHITE
Requires 4” junction box

WHITE
Requires 4” junction box

RAW WHITE

RAW WHITE

TURQUOISE

TURQUOISE

RANDOM COLORS

RANDOM COLORS

Installation Options




