
INTERIOR CEILING SURFACESPECIFICATION SHEET

BOXY & BOXY R Hi (PAR16)

Luminaire Shape Power* CCT Function Finish Installation Controls

BXY
BOXY

R
Round 
(Boxy R Hi)

P
PAR16

NA
Lamp not included

F
Fixed

B(1)

Black
NA
120V

W
White

S
Square 
(Boxy)

MK
Mud kit into drywall over 4" junction box

1 Only available with Shape Square.

- - -

Ordering
ALL BOXES MUST BE FILLED IN TO CORRECTLY ORDER

Related Products

Boxy L+, Boxy R, Boxy XL R C, Boxy XL R, Boxy XL S, M-Boxy, Grid In Trimless

What once began as a cubic luminaire is now an elaborate family of surface 
mounted and pendant luminaires, both cubic and cylindrical shaped. Though 
different in shape, still uniform in look, as both shapes have a deeper recessed 
LED module with a conical, colored insert in front. While the deeper recessed 
LED module reduces the glare, the choice in color creates possibilities for playful 
and attractive lighting solutions.

Specification
Installation Method: 4" J-Box
Adjustability: Fixed
Rating: IP20

Power
*Boxy R Hi: 35W Max - PAR16 120V
*Boxy S: 50W Max - PAR16 120V

Listing
ETL certified to US and Canadian safety standards. 
Warranty
5-year limited warranty.

Example: BXYR-PNAF-W-MKNA
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PX
Coverplate for 4" junction box in 
corresponding shape and finish
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BOXY R PAR16 

Finish Options

BOXY S PAR16 
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Installation Options

MK - MUD KIT 2

Requires 4" junction box

PX - COVERPLATE R 108 PX - COVERPLATE S 101

BLACK or WHITE
Requires 4" junction box

BLACK or WHITE
Requires 4" junction box

WHITE

BLACK WHITE




