
SPECIFICATION SHEET MOUNTS TO SHIFTLINE M / SPLITLINE M

M-CUPPA

Luminaire Style Power* Optic CCT Function Finish Shade1 Shade Finish Application3 Controls

CPA
CUPPA

PC
Pendant, 6' 
cord suspended

SP
Standard 
Power

MD
Medium 
Spot 40°

27
2700K

30
3000K

35
3500K

SD1

3000-1800K

F
Fixed

B-GC
Black-Gold 
Colored

W-GC
White-Gold 
Colored

D
Disk 240mm / 
97/16"

S1
Shade 120mm 
/ 43/4"

S2
Shade 194mm 
/ 75/8"

S3
Shade 299mm / 
1113/16"

B
Black

GC2

Gold Colored

W
White

M
Shiftline M26H / 
Shiftline M26H + 
SBL4 / 
Shiftline M26L /
Splitline M20 / 
Splitline M20 ST / 
Splitline M52 
Profile

MDL4

0-10V dim via 
Modulator

D5
Dali dim

WD4

Wireless 
Casambi dim

1 See next page for Shade details.
2 Not offered with Shade D.

3 Low voltage system hardware specified separately.
4 Shiftline M26H + SBL only available with Controls D5.

 - - - - - -

Ordering 
ALL BOXES MUST BE FILLED IN TO CORRECTLY ORDER

When looking at the Cuppa family, it can be stated that this is "elegance"
visualized. The play of lines, the finesse in the material the elegant touch of gold
on top, the abrupt interference between straight lines and the voluptuous curves.
Cuppa creates elegance. Combine up to four shades on the same pendant
base to create your own unique styles.

Specification
Aperture: 11/8"
Adjustability: Fixed
Rating: Damp

Example: CPAPC-SPMD27F-B-GC-D-B-M-MDL

Related Products 

Performance Static CCT Soft Dim
CRI / TM-30 (3000K): 90 / Rf: 90 / Rg: 99 90
SDCM: 1 2
LED Maintenance: L90B10>50,000h L90B10>50,000h
*Standard Power: 9.9W 11.7W

Delivered Lumens 2700K 3000K 3500K 3000-1800K
**Optic: MD MD MD MD
M-Cuppa: 797 834 863 795

M-Gibbo, M-Microspy C

Warranty
5-year limited warranty.

Listing
ETL certified to US and Canadian safety standards.

www.deltalight.com 1



SPECIFICATION SHEET MOUNTS TO SHIFTLINE M / SPLITLINE M

M-CUPPA Ver 5 12.18.25

BLACK-GOLD COLORED

M-CUPPA

Finish Options

SHADE D

BLACK GOLD COLORED WHITE

WHITE-GOLD COLORED INSTALLED VIEW
(shown in Shiftline M26L)

Accessories
CAN COMBINE UP TO 4 SHADES ON SINGLE PENDANT - 1 INCLUDED, ADDITIONAL ORDERED SEPARATELY

BLACK
CUPPA DISC
28800 0040

SHADE 120
28800 0010

SHADE 300
28800 0030

SHADE 190
28800 0020

WHITE

SHADE S1

BLACK GOLD COLORED WHITE

SHADE S2

BLACK GOLD COLORED WHITE

SHADE S3

1mm
1/16”

Ø240mm
Ø9”-7/16

136mm
5”-3/8

Ø120mm
Ø4”-3/4

104mm
4”-1/16

Ø194mm
Ø7”-5/8

89mm
3”-1/2

Ø299mm
Ø11”-3/4
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SPECIFICATION SHEET MOUNTS TO SHIFTLINE M / SPLITLINE M

M-CUPPA Ver 5 12.18.25

M-CUPPA

Photometric Data

MD 40°

Installation Options

As technology changes, please use information above as guidance. For most recent updated information please contact factory. Specifications subject to change without notice.

Delta Light's Magnetic Systems all utilize 48V remote power supplies. With a maximum of 
96W per power supply, the below details maximum magnetic modules per power feed.

Maximum Capacity per
Remote Power Supply

Static CCT Soft Dim

*Standard Power: 9 7

FOR SYSTEM HARDWARE, REFER TO THE FOLLOWING PROFILE SYSTEMS:
Shiftline M26H (surface/suspended, high-height, optional curved corner connectors)
Shiftline M26H + SBL (surface/suspended, high-height, integral continuous light line) 
Shiftline M26L (surface/suspended, low-height, stacking possible)
Splitline M20 (recessed, knife-edge, optional curved corner connectors) 
Splitline M20 ST (recessed, small trim)
Splitline M52 (recessed, knife-edge)

www.deltalight.com 3


