
SPECIFICATION SHEET EXTERIOR FLOOR SURFACE

Luminaire Height CCT Power* Style Function Finish Installation Application Controls***

ONF
OONO 

4
436mm / 173/16" 
Length

27
2700K

SP
Standard Power

F
Open Frame

FX
Fixed Bollard, 
Exterior Use

B
Black

DM
Direct Mount

INC
Integral Power Supply

D8-120
FE ELV dim 120V

6
605mm / 2313/16" 
Length

30
3000K

N
Anthracite

*** Contact factory for additional dimming options

OONO F

- - -

Ordering 
ALL BOXES MUST BE FILLED IN TO CORRECTLY ORDER

Related Products 

Oono P, Oono W (wall)

There is more to the sophisticated Oono than just its gentle embracing glow. Built 
in first instance as a family of exterior products, Oono is a family of dualities. It 
combines elegant looks with a warm diffused light effect. It couples the sturdy look 
of metal with the pureness of glass. It unifies exterior and interior, as the range 
offers IP-rated solutions for outdoor with straightforward surface mounted and 
pendant luminaires for indoors. It unites a play of straight lines with perfect circular 
shapes. It merges black and white, by adding a touch of gold. It brings together the 
shimmer of dusk with the fresh start of dawn.

Specification
Adjustability: Fixed
Rating: Wet

Performance
CRI / TM-30 (3000K): 90 / Rf: 90 / Rg: 99
SDCM: 1
LED Maintenance: L90B10>50,000h
*Standard Power: 17.2W

Delivered Lumens 2700K 3000K
Oono F: 2009 2009

Example: ONF6-27SPFFX-B-DMINCD8-120

Listing
ETL certified to US and Canadian safety standards.

Warranty
5-year limited warranty.
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SPECIFICATION SHEET EXTERIOR FLOOR SURFACE

OONO F Ver 3 08.11.25

BLACK ANTHRACITE

OONO 4 F

OONO 4 F

Finish Options

260mm
10”-1/4

436mm
17”-3/16

260mm
10”-1/4

Ø300mm
Ø11”-13/16

260mm
10”-1/4

605mm
23”-13/16

260mm
10”-1/4

Ø300mm
Ø11”-13/16

OONO 6 F

OONO 6 F

BLACK ANTHRACITE

Accessories

JUNCTION BOX
6 216 12 00

IP68 CONNECTOR 3P 
6 216 12 03

Photometric Data

Driver Options

As technology changes, please use information above as guidance. For most recent updated information please contact factory. Specifications subject to change without notice.

D8
D8-1

HAT LC12 B

D8-2

HAT XTC32

D8

D8
D8-3

HAT XTC34

D8-4

Cuvee

D8

•

• Dim to off

• Power Factor @ Full Load

• Efficiency @ Full Load

Dimming Range

• Dimming Control

• THD @ Full Load

no

>0.9

≥80
<5%

Phase Control

10-100% • Leviton IPE04-1LZ

Dimmer Compatibility

• Lutron DVELV-300P

•

• Dim to off

• Power Factor @ Full Load

• Efficiency @ Full Load

Dimming Range

• Dimming Control

• THD @ Full Load

yes

>0.9

≥80
<10%

• Leviton IPE04-1LZ

Dimmer Compatibility

• Lutron DVELV-300P

Phase Control

20-100%

•

• Dim to off

• Power Factor @ Full Load

• Efficiency @ Full Load

Dimming Range

• Dimming Control

• THD @ Full Load

yes

>0.95

≥80
<10%

• Leviton IPE04-1LZ

Dimmer Compatibility

• Lutron DVELV-300P

Phase Control

20-100%

•

• Dim to off

• Power Factor @ Full Load

• Efficiency @ Full Load

Dimming Range

• Dimming Control

• THD @ Full Load

no

>0.9

≥81
<20%

• Leviton 6672-1LW / 6674

Dimmer Compatibility

• Lutron DVLV-600P / DVCL-153P / MACL-153MR / SELV-300P

Phase Control

1-100%

D8
D8-6

HAT LC12 C 

D8-7

*LFT DA12

D8

Dimmer Compatibility

• Leviton 6615 / 6672 / 6674 

Dimmer Compatibility

• Lutron DVELV-300P / MAELV-600

D8
D8-8

*ERP 30 • Leviton IP1I06-1LZ / 6631-2

Dimmer Compatibility

• Lutron DVELV-303P / MAELV-600

•

• Dim to off

• Power Factor @ Full Load

• Efficiency @ Full Load

Dimming Range

• Dimming Control

• THD @ Full Load

no

>0.9

≥78
<12%

Phase Control

10-100% • Leviton IPE04-1LZ
• Lutron DVELV-300P

•

• Dim to off

• Power Factor @ Full Load

• Efficiency @ Full Load

Dimming Range

• Dimming Control

• THD @ Full Load

no

>0.95

≥85
<14%

Phase Control

10-100%

•

• Dim to off

• Power Factor @ Full Load

• Efficiency @ Full Load

Dimming Range

• Dimming Control

• THD @ Full Load

yes

>0.9

≥90
<20%

Phase Control

1-100%

D8
D8-5

HAT XTC16
•

• Dim to off

• Power Factor @ Full Load

• Efficiency @ Full Load

Dimming Range

• Dimming Control

• THD @ Full Load

yes

>0.95

≥80
<10%

• Leviton IPE04-1LZ

Dimmer Compatibility

• Lutron DVELV-300P

Phase Control

20-100%

www.deltalight.com 2


