DELTALIGHT

Informacién general

MINIGRID ON 250 SOFT 93045
DIM8

REFERENCIA 100088 9038 W-W

DISPONIBLE EN

NEGRO-NEGRO 100088 9038 B-B
NEGRO-BLANCO 100088 9038 B-W
BLANCO-NEGRO 100088 9038 W-B
BLANCO-BLANCO 100088 9038 W-W
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UBICACION interior
INSTALACION Techo Al superficie
PROTECCION DE INGRESO IP20
PESO (KG) | 18
CAPACIDAD DE AJUSTE 0° to 20° giratorio, 350° orientable
INFORMACION 2 Xx REFLECTOR FL-45°
INCL.DIMMABLE LED POWER SUPPLY 500mA-DC
Informacioén eléctrica
ELECTRICO 220-240V / 50-60Hz
CLASE I
FUENTE DE ALIMENTACION YES
TIPO DE ATENUACION con corte de fase
CLASIFICACION ENERGETICA F
Informacién de la fuente de luz
LIGHTSOURCE NAME LED

FUENTE DE LUZ

LED array 10,2W / CRI>90 (R9: 50) / 3000K-1800K /1038Im

SDCM SDCM2
GRUPO DE RIESGO RG1
LM80 L90B10 > 50000
BEAMANGLE 45°

INFORMACION TECNICA LED (FUENTE DE LUZ)

1038Im //10,2W //109Im/W

INFORMACION TECNICA LED (LUMINARIA)

831m //11,7W // TIim/W

Para obtener instrucciones de instalacion detalladas, consulte el manual : 100088_XXX8_HAND.pdf

Notes:

Delta Light NV may revise the information and technical data at any time without notice. Version: 09/10/2026 1/2


https://www.deltalight.com/100088%209038%20B-B
https://www.deltalight.com/100088%209038%20B-W
https://www.deltalight.com/100088%209038%20W-B
https://www.deltalight.com/100088%209038%20W-W
https://www.deltalight.com/100088%209038%20W-W
https://www.deltalight.com/downloads/manual/100088_XXX8_HAND.pdf
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