DELTALIGHT

Algemene info

MONTUR M LED 930

PRODUCTREFERENTIE 23221293 B
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LOCATIE binnen-buiten
INSTALLATIE Plafond Opbouw,Wand Opbouw
STOF EN WATERDICHTHEID IP65
IK IKO7
GEWICHT (KG) 26
RICHTBAARHEID niet richtbaar
INFO INCL.GLASS OPAL
INCL.LED POWER SUPPLY 350mA-DC
Elektrische info
ELEKTRISCH 100-240V / 50-60Hz
KLASSE |
VOEDING INBEGREPEN YES
DIM TYPE niet dimbaar
ENERGIE KLASSE D
CERTIFICATEN CB, LCA, RCM
Info lichtbron
LIGHTSOURCE NAME LED
LICHTBRON LED cluster 6,3W / CRI>90 (R9: 50) / 3000K / 925Im
TM-30 WAARDEN Rf: 92 / Rg: 100
SMDC SDCM3
RISK-GROEP RG1
LM80 L80 > 60000

LED TECHNIEK (LICHTBRON)

925Im // 63W //147Im/W

LED TECHNIEK (TOESTEL)

459Im // 7,2W // 63Im/W

Voor gedetailleerde montage gegevens, consulteer de handleiding : 232_212_XX_HAND.pdf

Delta Light NV may revise the information and technical data at any time without notice. Version: 09/10/2026


https://www.deltalight.com/232%20212%2093%20A
https://www.deltalight.com/232%20212%2093%20B
https://www.deltalight.com/232%20212%2093%20FBRX
https://www.deltalight.com/232%20212%2093%20N
https://www.deltalight.com/232%20212%2093%20W
https://www.deltalight.com/232%20212%2093%20B
https://www.deltalight.com/downloads/manual/232_212_XX_HAND.pdf
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